
CUT

LOT 1 & 2 DRIVEWAY

LOT 3 DRIVEWAY

TOTAL

FILL
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320

850 --

TOTAL EARTHWORK = 850 C.Y. ±
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(TYPICAL) 

FIBER ROLL 
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WITH GRATE 
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FENCE AROUND S� 
PERIMETER CTYPJ 
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STEEL OR 
WOOD POST 
36" HIGH MAX 

INSTAil. TEMPORARY 
CONSTRUCTION ENTRANCE 

PONDING HT. 

FILTER FABRIC ATTACH 
SECURELY TO UPSTREAM 
SIDE OF POST. 

D=l 5"59' 46" 

DRAIN INLET PROTECTION DETAIL 
SCALE: (NOT TO SCALE) 

DODD 
DDDDDD 

\ 

PLACE OVERSIZED PIECE 
OF FILTER FABRIC OVER 
FRAME AND GRATE 

GRAVEL BAGS 
OR SAND BAGS 

DRAIN GRATE 

\ CONCRETE CURB 

DRAIN INLET PROTECTION DETAIL (OFF-SITE) 
(NOT TO SCALE) 

• A� FIBER ROLL

NOTE: 
INSTALL FIBER ROLL ALONG A LEVEL 
CONTOUR, WHERE POSSIBLE. 

INSTALL A FIBER 
ROLL NEAR 
SLOPE WHERE IT 
TRANSITIONS 
INTO A STEEPER 
SLOPE 

2" MIN. 
4" MAX. I---"'',---"' 
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RUNOFF 

WITH COMPACTED 
BACKFILL 

STANDARD DETAIL 
TRENCH WITH NATIVE BACKFILL 

EXTRA STRENGTH FILTER 
FABRIC NEEDED WITHOUT 
WIRE MESH SUPPORT 
STEEL OR 
WOOD POST 

fLO',\I...... -

' 10 FT MAX SPACING WITH 
WIRE SUPPORT FENCE 6 FT 
MAX SPACING WITHOUT WIRE 
SUPPORT FENCE 

L=25.99" 

® SILT FENCE DETAIL E------
scALE, (NOT TO SCALE) 

FIBER ROLL 
8" MIN. 

NOTE: 
USE SANDBAGS, FIBER �� 
ROLLS OR OTHER 
APPROVED METHODS 
TO CHANNELIZE RUNOFF 
TO BASIN AS REQUIRED 

TYPICAL FIBER ROLL INSTALLATION 

N.T.S. 

ENTRENCHMENT DETAIL 

N.T.S. 

I 

50' ± 

PLAN 

N.T.S. 

@) FIBER ROLL DETAILc---------- CONSTRUCTION ENTRANCE DETAIL 
SCALE: (NOT TO SCALE) SCALE: (NOT TO SCALE) 
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-----
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'� .POTENTIAL 

BUILDING 
' · .FOOTPRWl-. 

DIVERSION RIDGE REQUIRED 
WHERE GRADE EXCEEDS 2% 

FILTER 
FABRIC 2% OR GREATER 

WAY 

SECTION A-A 

N. T.S. 

TEMPORARY GRAVEL 
CONSTRUCTION 

ENTRANCE / EXIT 

E 

G�)G�) 
INSTAil. TEMPORARY 
FIBER ROLL & SILT 
FENCE AROUND SITE 
PERIMETER (TYPJ 

A.IP.NI. l:l613-212-28Cll 

--------------
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/INSTALL TEMPORARY 
CONSTRUCTION ENTRANCE 

----

' 
' 

DESIGN AND CONSTRUCTION SPECIFICATIONS 
FOR CONSTRUCTION ENTRANCE: 

1. THE MATERIAL FOR CONSTRUCTION OF THE
PAD SHALL BE 4 TO 6 INCH FRACTURED
AGGREGATE.

2. THE THICKNESS OF THE PAD SHALL NOT BE
LESS THAN 12 INCHES.

3. 

4. 

5. 

THE WIDTH OF THE PAD SHALL NOT BE LESS
THAN THE FULL WIDTH OF ALL POINTS OF
INGRESS AND EGRESS.
THE ENTRANCE SHALL BE MAINTAINED IN A
CONDITION THAT WILL PREVENT TRACKING OR
FLOWING OF SEDIMENT ONTO PUBLIC
RIGHT-OF-WAY. THIS MAY REQUIRE PERIODIC
TOP DRESSING WITH ADDITIONAL STONE AS
CONDITIONS DEMAND, AND REPAIR AND/OR
CLEANUP OF ANY MEASURES USED TO TRAP
SEDIMENT. ALL SEDIMENT SPILLED, DROPPED,
WASHED OR TRACKED ONTO PUBLIC
RIGHTS-OF-WAY SHALL BE REMOVED
IMMEDIATELY.
WHEN WASHING IS REQUIRED, IT SHALL BE
DONE ON AN AREA STABILIZED WITH
CRUSHED STONE THAT DRAINS INTO AN
APPROVED SEDIMENT TRAP OR SEDIMENT
BASIN.

SAN MATEO COUNTY STANDARD NOTES: 

1. EROSION CONTROL POINT OF CONTACT:
OWNER: PAUL GOSWAMY
EMAIL: GPS2001@COMCAST.NET
OFFICE: (650) 533-5800

2. PERFORM CLEARING AND EARTH-MOVING ACTIVITIES ONLY
DURING DRY WEATHER. MEASURES TO ENSURE ADEQUATE
EROSION AND SEDIMENT CONTROL SHALL BE INSTALLED PRIOR
TO EARTH-MOVING ACTIVITIES AND CONSTRUCTION

3. STABILIZE ALL DENUDED AREAS AND MAINTAIN EROSION
CONTROL MEASURES CONTINUOUSLY BETWIEEN OCTOBER 1 AND
APRIL 30.

4. STORE, HANDLE, AND DISPOSE OF CONSTRUCTION MATERIALS
AND WASTES PROPERLY, SO AS TO PREVENT THEIR CONTACT
WITH STORMWATER.

5. CONTROL AND PREVENT THE DISCHARGE OF ALL POTENTIAL
POLLUTANTS, INCLUDING PAVEMENT CUTTING WASTES, PAINTS,
CONCRETE, PETROLEUM PRODUCTS, CHEMICAL, WASH WATER OR
SEDIMENTS AND NON-STORMWATER DISCHARGES TO STORM
DRAINS AND WATERCOURSES.

6. AVOID CLEANING, FUELING, OR MAINTAINING VEHICLES ON-SITE,
EXCEPT IN A DESIGNATED AREA WHERE WASH WATER IS
CONTAINED AND TREATED.

7. LIMIT AND TIME APPLICATIONS OF PESTICIDES AND FERTILIZERS
TO PREVENT POLLUTED RUNOFF.

8. LIMIT CONSTRUCTION ACCESS ROUTES TO STABILIZED,
DESIGNATED ACCESS POINTS.

9. AVOID TRACKING DIRT OR OTHER MATERIALS OFF-SITE; CLEAN
OFF-SITE PAVED AREAS AND SIDEWALKS USING DRY SWEEPING
METHODS.

10. TRAIN AND PROVIDE INSTRUCTION TO ALL EMPLOYEES AND
SUBCONTRACTORS REGARDING THE WATERSHED PROTECTION
MAINTENANCE STANDARDS AND CONSTRUCTION BEST
MANAGEMENT PRACTICES.

11. THE AREAS DELINEATED ON THE PLANS FOR PARKING, GRUBBING,
STORAGE ETC., SHALL NOT BE ENLARGED OR "RUN OVER".

12. CONSTRUCTION SITES ARE REQUIRED TO HAVE EROSION
CONTROL METERIALS ON-SITE DURING THE "OFF-SEASON".

13. DUST CONTROL IS REQUIRED YEAR-ROUND.
14. EROSION CONTROL MATERIALS SHALL BE STORED ON-SITE.
15. USE OF PLASTIC SHEETING BETWIEEN OCTOBER 1st. AND APRIL

30th IS NOT ACCEPTABLE, UNLESS FOR USE ON STOCKPILES
WHERE THE STOCKPILE IS ALSO PROTECTED WITH FIBER ROLLS
CONTAINING THE BASE OF THE STOCKPILE.

DUST CONTROL NOTES: 

1. WATER ALL CONSTRUCTION AND GRADING AREA AT LEAST
TWICE DAILY.

2. COVER ALL TRUCKS HAULING SOIL, SAND, AND OTHER LOOSE
MATERIALS, OR REQUIRE ALL TRUCKS TO MAINTAIN AT LEAST 
2 FEET OF FREEBOARD. 

EROSION CONTROL NOTES: 

1. THE INTENT OF THE EROSION CONTROL PLAN IS TO MINIMIZE
ANY WATER QUALITY IMPACTS IN THE FORM OF SEDIMENT 
POLLUTION TO MAIN CREEK & TRIBUTARIES. 

2. A CONSTRUCTION ENTRANCE WILL BE INSTALLED PRIOR TO OF
GRADING. LOCATION OF THE ENTRANCE MAY BE ADJUSTED BY
THE CONTRACTOR TO FACILITATE GRADING OPERATIONS. ALL
CONSTRUCTION TRAFFIC ENTERING THE PAVED ROAD MUST
CROSS THE CONSTRUCTION ENTRANCE. THE ENTRANCE SHALL
BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING
OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS- OF-WAY.
THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL
STONE AS CONDITION DEMAND, AND REPAIR OF ANY MEASURES
USED TO TRAP SEDIMENTS.

3. WHEN NECESSARY, WHEELS SHALL BE CLEANED TO REMOVE
SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC RIGHT-OF WAY.
WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA
STABILIZED WITH CRUSHED STONE WHICH DRAINS INTO AN
APPROVED SEDIMENT BASIN. ALL SEDIMENT SHALL BE
PREVENTED FROM ENTERING ANY STORM DRAIN, DITCH, OR
WATERCOURSE THROUGH THE USE OF SAND BAGS, GRAVEL,
BOARDS OR OTHER APPROVED METHODS.

4. THE EROSION AND SEDIMENT CONTROL MEASURES WILL
BE OPERABLE DURING THE RAINY SEASON, OCTOBER 1 TO
APRIL 15. BY OCTOBER 1, GRADING AND INSTALLATION OF
STORM DRAINAGE AND EROSION AND SEDIMENT CONTROL
FACILITIES WILL BE COMPLETED. NO GRADING WILL OCCUR
BETWEEN OCTOBER 1 AND APRIL 15 UNLESS AUTHORIZED BY
THE CITY REPRESENTATIVE.

5. DURING THE RAINY SEASON, ALL PAVED AREAS WILL BE KEPT
CLEAR OF EARTH MATERIAL AND DEBRIS. THE SITE WILL BE
MAINTAINED SO THAT A MINIMUM OF SEDIMENT-LADEN RUNOFF
ENTERS THE STORM DRAINAGE SYSTEM.

6. ALL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL
BE IN ACCORDANCE WITH THE LATEST EDITION OF THE EROSION
AND SEDIMENT CONTROL FIELD MANUAL OF THE CALIFORNIA
REGIONAL WATER QUALITY CONTROL BOARD.
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